The No.24RF-6 Panel Machine will form
shapes like Acme lock and edge hem-
ming. It is a high production machine
designed to produce special shapes
not requiring nine forming stations of
the No.24RF-9.

The six station No.24RF is equipped
with a micrometer dial-type upper
spindle adjustment for easy changing
fromn one gauge to another.

Shown below are two shapes typically

used on this system-Acme lock and
edge hemming.

Acme Lock
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Hemmed Edge

NOR Service IncC. 215s. state « Freeport, liinois 61032
Telephone: 815/232-8379 « FAX 815/232-4108

specifications

CapaCity, MAX......cccevierieenieneeienie e 24-gauge mild steel
Forming Stations..........cccccviiiiiiiinc e, 6 on each head
PG 2 5 simng e simess roesas s es oo oss SR A TSR 2-3/4” ,equal gearing
Spindle Diameter..........ccccocvvvveennnne, 1” hardened and ground
Horizontal Center Distance Between Spindles............c........... 5"
Blank Capacity........... 9" to 46”(4” through 14” diameter pipe)
Vertical Top Roll Adjustment..........c.cocveeiieiiiin e 062
Forming Speed..........coiiiiiiiii i 150 FPM
Electrical EQuipment................... 3 HP, slow speed,220/440 Volt,

3 Phase, 60 Cycle motor, limit switches
and controls
Manual Starter with Push Bufton Controls
Bijur One-Shot Lubricating System
Individual Upper Spindle Adjustments
Protective Guarding
FIOOr SPACE......ciiiiitiiiiee s 78" x 64"

For other shapes not shown,
please contact our Engineering

Department.




